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Size and Weight Chart 

Reduce  
Echo 
Voices 
Reverberation & 
Background Noise 

All Products are Class A 
Fire Rated. See website 
for more details. 
 

 Weight: 
2’ x 2’ = 6.4 lbs – 1.6 lb/sf     
2’ x 4’ = 12 lbs – 1.5 lb/sf 
2’ x 6’ = 19 lbs – 1.5 lb/sf 
2’ x 8’ = 25.3 lbs – 1.5 lb/sf    
4’ x 4’ = 24.5 lbs – 1.5 lb/sf    
4’ x 6’ = 35 lbs – 1.4 lb/sf 
4’ x 8’ = 45.8 lbs – 1.4 lb/sf  

 
Average Weight: 1.48 lb/sf  

All Weights Rounded. All Weights Are For 2” Panel.  
All Weights Are For 3 PCF Core. 

 
 
 
 
 
 
 

Weight: 
2’ x 2’ = 4.2 lbs – 1.1 lb/sf     
2’ x 4’ = 8.0 lbs – 1.0 lb/sf 
2’ x 6’ = 12.4 lbs – 1.0 lb/sf 
2’ x 8’ = 15.5 lbs – 1.0 lb/sf    
4’ x 4’ = 14.8 lbs – 0.9 lb/sf    
4’ x 6’ = 23.4 lbs – 1.0 lb/sf 
4’ x 8’ = 28.7 lbs – 0.9 lb/sf  

 
Average Weight: 0.98 lb/sf  

All SF Weights Rounded. All Weights Are For 2” Panel.  
All Weights Are For 3 PCF Core. 

 
 
 

Designer Series 

Traditional Series 

All Designer Series are 100% custom 
sized. All products can be any length 
by 60” wide.  

If needed, any kind of penetration 
can be done upon request. This can 
be used if you need a light, switch, 
sprinkler head, alarm or anything 
else that needs to be mounted 
through or on the panel.  

Penetrations: 

Sizes: 

If needed, any kind of penetration can be done upon request. This can be used if you 
need a light, switch, sprinkler head, alarm or anything else that needs to be mounted 
through or on the panel.  

Penetrations: 

All Traditional Series come in 7 
standard sizes: 

2’ x 2’ or 24” x 24”  
2’ x 4’ or 24” x 48” 
2’ x 6’ or 24” x 72” 
2’ x 8’ or 24” x 96”  
4’ x 4’ or 48” x 48”  
4’ x 6’ or 48” x 72” 
4’ x 8’ or 48”x 96” 

 
For larger orders, custom sizes can 
be manufactured. Maximum width of 
a panel is 60”.  

Sizes: 


